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LLIAPOBbIE KPAHbI

MNOJIHONPOXOHOM

ALFA ®5%521°>

— ALFA 64 5.B./60 5,8./685.8. CON CAMICIA DI RISCALDAMENTO IN ACCIAIO AL CARBONIO O INOX. PN 10 + 40

ALFA 64 S.B./60 S.B./68 S.B. WITH HEATING JACKET IN CARBON STEEL OR IN STAINLESS STEEL.

ANSI 150 + 300

ALFA 64 S.B./60 S.B/ 68 S.B. AVEC ENVELOPPE DE RECHAUFFAGE EN ACIER AU CARBON OU INOX.
ALFA 64 S.B./60 S.B./68 S.B. MIT HEIZMANTEL IN C-STAHL ODER IN EDELSTAHL.

ATTACCO CAMICIA FLANGIATO.

HEATING JACKET FLANGED CONNECTION.

CONNEXION ENVELOPPE A BRIDE.

HEIZANSCHLUSS - FLANSCH.

CAMICIA DI RISCALDAMENTO.
HEATING JACKET.

ENVELOPPE DE RECHAUFFAGE.
HEIZMANTEL.
INTERCAPEDINE. gt
INTERSTICE.
INTERSTICE.
ZWISCHENRAUM. ]
M
ATTACCO CAMICIA A MANICOTTOQ.
i HEATING JACKET MUFF CONNECTION.
CONNEXION ENVELOPPE TARAUDE.
HEIZANSCHLUSS - MUFFE.
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DIMENSIONI - DIMENSIONS - DIMENSIONS - ABMESSUNGEN
DN 15 20 25 32 40 50 65 80 100 125 150 200
@y, 1’.' ” 3)] ”» 1” 1].‘(4” 11".‘2” 2” 21'(2” 3” 4” 5” 6” 8”
A 00 | 25 | 230 240 | 265 | 215 | 300 335 | 380 | 405 440 | 505
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PER COSTRUZIONE E DIMENSIONI VEDERE TABELLA “ALFA 64 5.B. 60 S.B. 68 S.8." POUR CONSTRUCTION ET DIMENSIONS VOIR TABLE ALFA 64 5.B. 60 S.B. 68 S.B.”
FOR CONSTRUCTION AND DIMENSIONS SEE TABLES “ALFA 64 S.B.60 S.B. 68 SB." BAUART UND ABMESSUNGEN SIEHE TABELLE “ALFA 64 S.B. 60 S.B. 68 S.B."
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DIAGRAMMA - DIAGRAM - DIAGRAMME - DIAGRAMM

o DN 10+80 T RATING SEDI IN P.TFE..
- ] PTFE. SEAT RATINGS.
B 1 PTFE. SIEGES.
:: DN 100+125 RATING DER SITZE AUS PTFE.
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= DN 1040 RATING SEDI IN PT.EE. RINFORZATO.
:: FILLED PTFE. SEAT RATINGS.
SIEGES CHARGES.
b RATING DER SITZE AUS VERSTARKTEN PTFE.
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i  —— l RATING SEDI IN P.T.F.E. RINFORZATO AM.
- DN 15+40 AY METAL CORED P.TF.E. SEAT RATINGS.
5 \ SIEGES RINFORCEES AVEC ANNEAU METALLIQUE.
= \ RATING DER SITZE AUS PT.FE. MIT METALLKERN.
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o o RATING SEDI IN DEVLON.
o N\ DEVLON SEAT RATINGS.
it SIEGES EN DEVLON.
280 DN 40 RATING DER SITZE AUS DEVLON.
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